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SUMMARY

Apparatus is described for defonning plate specimens that are supported on their lower

surface by a circular ring of diameter 100 mm. The plates are loaded by a rigid, hemispherical

shape contacting the centre of the upper surface of the plate. The apparatus has been

instrumented to enable simultaneous measurements of the applied force, the central deflection

and the displacement of reference marks on the lower surface of the plate.

Predictions of strains and deformations have been made using an elastic-plastic model in the

Abaqus finite element system. The measurement of materials properties and parameters

required by this model is described. The analysis of these data for an ABS polymer

demonstrates limitations in the model for describing the non-linear deformation behaviour of

The cause of this is traceable to the nucleation of cavities in therubber-toughened plastics.

rubber particles under certain stress states,

A new, elastic-plastic model is described that takes account of the influence of cavitation on

yield and flow behaviour. Predictions of force against central deflection and surface strains

using both models are compared with experimental values at a low test speed. Comparisons

of force against central deflection measurements at higher test speeds are also made with

predictions based on analyses that account for rate-dependent plasticity.
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1 INTRODUCTION

A previous report (1) described the use of finite element analyses to predict defonnation of a

circular plate of a ductile thermoplastic that was supported near the circumference of one face

and loaded at the centre by a rigid hemisphere (see figure 1). Strain distributions in the lower

surface of the plate were also calculated. At moderate to large deflections of the plate, the

strains produced were above the limit for linear behaviour of the polymer. An elastic-plastic

model was therefore used in the analyses to describe the deformation behaviour of the plates.

The model used was the linear Drucker-Prager model in which the yield criterion takes

account of the sensitivity of plastic defofDlation in polymers to the hydrostatic component of

stress, In Abaqus, this model is implemented with rate-dependent plasticity which made

possible the prediction of deformation and strain distributions at different loading speeds. For

this purpose, experimental hardening curves were measured over a range of plastic strain

rates. Calculated force against central deflection curves were compared with measurements at

loading speeds of 0.1 mm/s, 10 mm/s and 1000 rom/so The agreement was good.

At the lowest speed, the displacements of reference marks on the lower surface of the plate

were measured by a photographic method. These were compared with values calculated by

the FE analysis and were found to be consistently lower than predictions.

In this report, previous results are compared with predictions made using a new elastic-plastic

model (2-4) that includes the influence of cavitation in the polymer under certain stress states

on plastic defonnation. This model is able to accurately predict the stress/strain behaviour of

an ABS polymer under tension and compression using hardening data obtained in shear. In

this polymer, cavities nucleate in the rubber particles, and so, in the absence of cavity growth,

the effective volume fraction of cavities is determined by the volume fraction of rubber. The

model has been able to successfully describe the stress peak and the region of negative slope

in the tensile curve and the large fall in Poisson's ratio with strain that are attributable to

cavity nucleation.

1 [CPMl.l REPORT II/BM]
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sharp stylus. The stylus was also used to define a cross at radial distances of 5, 10, 15,20,25

and 30 mm from the centre of the plate. The specimen surface was photographed using a

Nikon Dl digital camera with a Sigma 180 mm macro lens and a dedicated flash. The light

sensing element in this camera consists of an array of 1320 x 2010 pixels. The camera was

positioned at a distance of 930 mm from the plate surface at which point the reference marks

on the specimen filled the field of view. Simple image processing software was used to

display a photographic image on a screen. Each fine cross appeared lighter than the

surrounding area of black ink, and its centre could be located by eye to a single pixel enabling

the coordinates to be identified. The photographic system was calibrated to enable horizontal

displacements of the reference points during plate deformation to be determined from the

changes in pixel coordinates.

3 ANALYSIS OF PLATE DEFORMATION USING THE LINEAR

DRUCKER-PRAGER MODEL

3 THE YIELD CRITERION

The non-linear behaviour of solid materials in finite element systems is generally described

using elastic-plastic models. In these models, behaviour at low strains is taken to be linear

elastic and characterised by two materials parameters which are commonly the Young's

modulus E and the elastic Poisson's ration Ve. The onset of non-linearity in a stress-strain

curve is attributed to plastic deformation and occurs at a stress level regarded as the first yield

stress. The subsequent increase of stress with strain is associated with plastic strain hardening.

Stress analysis calculations involve the use of a yield criterion which for plastics is known to

be sensitive to the hydrostatic component of stress, The simplest of these criteria takes the

0'0 = O'e + ~O'k (1)

These are related towhere O'e is the effective shear stress and O'k is the hydrostatic stress.

components of principal stress 0'1, 0'2 and 0'3 by the equations

..Is:

cr, (2)=

3 [CPMl.1 REPORT 11/BM]
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and
1

O'k = -(0'1 + 0'2 + 0'3)

3

The quantities 0'0 and ~ are material parameters. 0'0 is a hardening function (see section 3.3)

and is related to the yield stress in shear O's by

0'0 = .J3 O's

The quantity J.1 is a measure of the sensitivity of yielding to the hydrostatic component of

stress.

Equation (1) is identical to the yield criterion in the linear Drucker-Prager model in Abaqus

where it takes the form

d= q-ptan~ (5)

q = O'e

d = 0'0

P = -O'k

~=tanr3
where (6)

and

The measurement of yield stresses in shear is less routine than it is under uniaxial tension

where test methods are well established For this reason, equation (1 may be more

conveniently expressed in the form

(~+3)
3

mO'T = O'e + J.l 0'1

where crT is a yield stress under uniaxial tension.

THE FLOW POTENTIAL3.2

The flow rule is used in elastic-plastic models for the determination of plastic strains through

definition of the flow potential F. The most general form for the flow potential in the linear

Drucker-Prager model is given by

[CPM1.1 REPORT II/BM] 4
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,F = O'e + J1 O'k -0'0 (8)

Here, the flow parameter J.l' differs from the value of J.l in equation (1) in the case of non-

associated flow. In Abaqus, Jl' is replaced by tan'¥.

3.3 DETERMINATION OF MODEL PARAMETERS

The yield stresses O'T and O's (and hence 0'0) will increase with plastic strain because of strain

hardening and plastic flow. Yielding is then characterised by the hardening functions

shear respectively. Either of these functions is required by a finite element analysis and can be

determined experimentally using procedures described elsewhere (4). Examples of hardening

curves for the ABS polymer studied here are given in figure 2b and have been derived from

the experimental data in figure 2a.

The magnitude of the hydrostatic stress sensitivity parameter ~(= tan (3) can be determined

experimentally from measurements of yield stress under two different stress states. Uniaxial

tension is an obvious choice for one stress state and the additional test is commonly either

shear or uniaxial compression. If ac is a yield stress under uniaxial compression at the same

effective plastic strain as aT and as, then the parameter ~ can be calculated using either of the

following equations

I.L = 3[-{<J'C /<J'T)--

{<J'c/<J'T)+l

If the data in figure 2b are used to determine ~, it is found that the derived value depends on

whether tension and shear or tension and compression results are used. The value also

depends on the strain level chosen for the determination of O's, O'T and O'c. Both of these

observations arise because the mechanisms of plastic deformation under tension are different

from those under shear or compression, and this gives rise to the different shapes of the tensile

[CPMI.I REPORT II/BM]5
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and shear curves observed in figure The value forThis is discussed further in section 4.1

J.l quoted in table 1 has been derived using stresses from the flow region of the curves in

figure 2b where yield stresses are relatively independent of plastic strain.

Table 1 Values for the parameters for ABS

in the linear Drucker-Prager model

A value for ~' can be determined experimentally from measurements of the plastic component

of Poisson's ratio vp using the equation

3(1 -2v p),Jl = 2(1 + vp) (11)

The dependence of the measured Poisson's ratio v on strain is shown in figure 2a from which

the plastic component Vp has been calculated. A value for J.1' derived using equation (11) is

shown in table

3.4 RATE DEPENDENT BEHA VIOUR

Some of the parameters in elastic-plastic models are dependent on strain rate. Since the strain

rate in the plate specimen depends upon location in the specimen and the speed of testing,

rate-dependent data should be supplied for accurate predictions of performance. The property

showing the highest dependence on strain rate is the hardening function O'T (E~) or O's (yp).

Experimental hardening curves for the ABS polymer are shown in figure 3b. These were

obtained from the results of tensile tests at different test speeds shown in figure 3a, which

produced the plastic strain rates shown with each curve. These tests also reveal some

sensitivity of the Young's modulus to strain rate as shown in table 2. An analysis with rate-

[CPMI.I REPORT II/BM] 6
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dependent elasticity has not been possible, but a different value for the modulus was selected

for the analysis at each test speed appropriate to the mean strain rate in the specimen at that

speed.

Table 2 Values for Young's modulus E at different strain

rates determined from the experimental data in figure 3a

E(GPa) Strain rate (s

2.27 0.0006

2.30 0.004

2.34 0.06

2.36 02

2.40 2.3

2.44 33

2.47 104

3.5 COMPARISON OF PREDICTIONS OF PLATE DEFORMATION WITH

EXPERIMENTAL RESULTS

Finite element analyses of the defonnation of plate specimens were carried out at loading

speeds of 0.1 mrn/s, 10 mrn/s and mfs. Figure 4 compares predicted curves of force against

central deflection with experimental values A single measured curve is shown at each speed

that was selected as representative of repeated test results at each speed.

In figure 5, predicted and measured values for the displacements (horizontal component) of

reference points at 5 mm and 10 mm from the plate centre are compared at discrete values for

the deflection of the plate at a speed of 0, mrn/s. Predictions compare well with experiment

at small deflections where the deformation is predominantly elastic but calculated

displacements lie progressively above measured values at larger deflections. These results

indicate that predicted strains have a significant error. This may be attributable to limitations

in the validity of the linear Drucker-Prager model, but there may be other contributing factors.

It was therefore considered informative to explore the sensitivity of strain calculations to the

A simple experiment was carriedcoefficient of friction and the flow parameter Il'(= tan'll).

[CPM1.1 REPORT II/BM]7
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)2
cr2e

cr~
30'k

20'M

~
aM

-(qlf)2 + 2qlf cosh 1-=

Here f is the effective volume fraction of cavities which at small strains is zero but increases

over some characteristic strain region associated with cavity nucleation. The parameter q\ has

been introduced to account for the effect of void interactions on the stress distribution in the

matrix between cavities. O'M is the effective yield stress of the matrix polymer between

cavities and is equal to 0'0 in the absence of cavities but rises with increasing f as the volume

fraction of the rubber in the matrix decreases.The increase in O'M as cavities nucleate is given

by the expression

-k~~2-=!n2
I-f n

0'0O'M = l-kvRo

where VRo is the volume fraction of rubber and fn is the effective volume fraction of cavities

created by cavity nucleation in rubber particles. At large strains, the quantity f may be larger

than fn as a result of cavity growth subsequent to nucleation. The parameter k relates the shear

yield stress of a rubber-toughened polymer to the volume fraction of rubber VRo (2,4) by the

equation

0"0 = 0"01 (1 -kVRo)

where 0'01 is the shear yield stress of the untoughened polymer. In the cavitation model,

a 0 = .J3 a s is derived from experimental data obtained in shear and replaces aT as the basic

hardening function for the polymer. As in equation (1), the parameter ~ in equation (12)

specifies the sensitivity of yielding to the hydrostatic stress in the absence of cavitation. It is

therefore determined from experimental data in shear and compression (see figure 2b) using

.J3 as
l-

ac
1.1=

[CPM1.l REPORT II/BM]9
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table 3

Table 3 Values for the parameters for ABS in the cavitation model

4.3 CAVITY NUCLEATION

Following the work of Bucknall and co-workers, it is assumed that a cavity is nucleated in a

rubber particle at some critical volumetric strain that decreases with increasing particle

diameter. For a distribution of particle sizes, the cavity nucleation should then occur over a

range of total volumetric strain Ev related to the critical strain range for the rubber particles.

Different expressions were considered for the cavity nucleation function and were evaluated

Theby comparing the predicted tensile curve with the experimental data shown in figure 2b.

best fit was obtained using the function

f = 0 for tv ~ tlV
n

(16)(Ey -EIY)f = VRon -exp for Ey > EIY
EZV

The parameters tlV, tZV and ~ determine the location and breadth of the volumetric strain

range over which cavity nucleation occurs and are determined through an iterative process to

give the best prediction of tensile behaviour. This is shown in figure 7(a). Values for the

parameters are given in table 3.

[CPMll REPORT IIIBM] 10
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4.4 THE FLOW POTENTIAL

The results of axial and transverse strain measurements in ABS specimens under uniaxial

tension has revealed that, using the linear Drucker-Prager model, flow in this polymer is non-

associated (see section 3.2). The flow potential is therefore assumed to be

!l' to be detemlined from plastic Poisson's ratio measurements. A value for !l' = 0.16 gives

the Poisson's ratio predictions shown in figure 7b which compare well with experimental

values. This value for ~' gives rise to a significant volumetric strain Ev during plastic

deformation even under stress states such as shear and compression. According to the

proposed nucleation function equation (16), this plastic expansion is sufficient to induce

cavitation under shear and compression Further tests have been carried out involving

measurements of axial and transverse strain under uniaxial compression. These indicate a

small plastic expansion under compression (and therefore in the absence of cavitation) but not

as large as predicted with the value of J.l' = 0.16. An expression was therefore developed that

allows J.l' to be dependent on the stress state and the volume fraction of cavities (3). This has

the form

*
3ak (I-kvR)

2aM (I-f) .

where v ~ is the instantaneous volume fraction of un voided rubber in the polymer surrounding

any cavities and is given by

v~ sinh [
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4.5 RATE-DEPENDENT BEHAVIOUR

The cavitation model has been coded to interface with the Abaqus finite element system for

the solution of analyses by the standard or explicit solver. At present, the implementation

does not include rate-dependent plasticity. For the purpose of comparisons of predictions with

the linear Drucker-Prager model, hardening curves at a single effective plastic strain rate of

0.004 S-1 have been used. These are shown in figure 2b, the tensile curve being used with the

linear Drucker-Prager model and the shear curve with the cavitation model.

CA VITY GROWTH AND ORIENTATION HARDENING4.6

At strains above the range responsible for cavity nucleation, cavity growth occurs through

plastic deformation within the matrix material. This leads to an increase in f above fn, the

magnitude of which depends on the stress state. Figure 8 shows comparisons of predictions of

tensile stress/strain curves, with and without cavity growth, with experimental data out to 30%

The prediction with growth falls below experimental data, but both predicted curvesstrain.

neglect the effect of orientation hardening that is visible in experimental data at the higher

strains. Orientation hardening is caused by the alignment of molecules at high plastic strains

which produces an additional stress during plastic flow. Its contribution to behaviour under

uniaxial tension has been considered in an earlier report (5) but no method has yet been

developed for including the effects of orientation hardening for other stress states. The

observation that the predicted curve without cavity growth gives a better fit to the tensile data

implies that the effects of cavity growth and orientation hardening tend to cancel each other, at

least up to strains of about 0.25 under uniaxial tension. Accordingly, stress analysis

calculations of the deformation of plate specimens using the cavitation model have been

carried out neglecting cavity growth.

COMPARISON OF PREDICTIONS OF PLATE DEFORMATION USING THE5

CAVITATION AND THE LINEAR DRUCKER-PRAGER MODELS

FORCE AGAINST CENTRAL DEFLECTION PREDICTIONS5

Figure 9 compares force/deflection predictions using both models with the respective

and 3. A single hardening curve, shear for the cavitation modelparameters given in tables

[CPM1.l REPORT 11/BM] 12
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and tensile for the linear Drucker-Prager, at an effective plastic strain rate of 0.004 S-1 and a

coefficient of friction of 0.25 were employed with each model

PREDICTIONS OF STRAIN DISTRIBUTIONS5.2

Figure 10 compares predicted distributions of principal strain components from each model

with radial position in the lower surface of the plate. The strain levels are fairly insensitive to

the plastic strain rate of the hardening curve and hence on test speed. It can be seen that the

maximum and intermediate principal strains predicted by the cavitation model are about 10%

lower than those calculated using the linear Drucker-Prager model. The former are therefore

closer to measured values but, by inference from figure 5, are still significantly above these

values. Inclusion of cavity growth in the strain predictions using the cavitation model has the

effect of increasing all principal strain components.

Predicted strains at the plate centre in the thickness direction of the plate are sensitive to the

value used for the flow parameter. According to model calculations, this strain component

decreases with position through the plate thickness by about 15%. Measurements of changes

in the plate thickness during a test might therefore give an additional method for estimating or

verifying the value of J.l'.

CONCLUSIONSt;

The linear Drucker-Prager model has a limited ability to describe the deformation behaviour

of rubber-toughened plastics. Deformations under shear and compression can be modelled

with satisfactory accuracy as long as model parameters are determined from shear and

compression data. Under tensile stress states, however, the rubber particles cavitate producing

enhanced plastic deformation around the cavities which is not described by the model.

The linear Drucker-Prager model has been modified to account for the influence of cavity

A cavity nucleation criterion is proposednucleation on yield stresses and flow behaviour.

related to a critical range of volumetric strain for cavity formation. This cavitation model is

able to describe the different shape of the stress/strain curve for an ABS polymer under

[CPMI.I REPORT II/8M]13
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uniaxial tension (caused by cavitation) compared with the shape under shear and uniaxial

compression. It also predicts the decrease in Poisson's ratio in this material with strain which

is attributable partly to cavity formation and partly to the high value for the flow parameter.

Both models give similar and accurate predictions of force against central deflection of plate

specimens of the ABS. Parameters for the linear Drucker-Prager model were determined from

tensile and shear test data. Different predictions are expected from the use of data from

tension and compression or compression and shear tests for obtaining the material parameters.

The use of hardening curves measured over a range of strain rates with rate-dependent

plasticity in the linear Drucker-Prager model gives good predictions of force/deflection curves

at different test speeds. The detemlination of parameters for the cavitation model requires test

data under all 3 stress states of tension, shear and compression.

Predictions of strain levels in the lower surface of plate specimens are higher than measured

values for both models. These predictions are sensitive to the values used for the friction

coefficient and the flow parameter. Predictions using the cavitation model are slightly closer

to measured values than those from the linear Drucker-Prager model

Further measurements of surface strain or displacement near the centre of the plate should be

made to confirm the above conclusion
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Figure 1. Apparatus for testing plate specimens. The mirror beneath the specimen
enables measurements to be made of surface displacements in the deformed specimen.
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Figure 7. Comparison of (a): a measured stress-strain curve in tension and (b):
measured values of Poisson's ratio in tension with predictions made using the cavitation
model. The hardening behaviour is given by the shear curve in figure 2b.
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